SPIRALNE MESILICE SA NEODVOJIVOM POSUDOM

SPIRAL DOUGH MIXERS WITH A FIXED BOWL

KARAKTERISTIKE
CHRRACTEROTICS SM-63 | SM-100 SM-160 SM-200 SM-250
XAPAKTEPUCTUKK
Pogonski elektromotor
Drive motor (kW) 14/2,2 1,4/2,2 1,4/6,1 1,4/6,1 1,4/6,1
[ToABWXHBIA 3NEeKTPOMOTOP
Motor za okretanje posude o —
Motor for electrom the bowl (kW) elektromotor elektromotor
MOTOD ona oﬁopo'ra nocyael Drive motor Drive motor 0'75 0'75 0,75
NonBr#HEIR MNonBMKHbIA
FNeKTROMOTOR ANeKTROMOTOD

Posuda: precnik (mm)

zapremina m
Bowl: diameter {mm) 500 0 630 @700 @ 800 © 800

volume m 60 100 160 200 250
Mocypa: puameTtpa (mm)

BMECTUMOCTb (n
Dimenzije
Dimensions AxBxH (mm) | 1050 x520x920 | 1130x 650 x 1060 | 1150% 750 900 1200 x 850 x 900 1200 x 850 x 950
Pazmepbi
Tezina
Weight (kg) 200 310 470 590 620
Bec
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